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TECHNICAL SPECIFICATION

Model

Output

Roller Diameter/ Width [mm]
Roller RPM

Vertical Feed Screw RPM
Horizontal Feed Screw RPM
Compaction Force

Roll Motor

Vertical Feed Screw Motor
Horizontal Feed Screw Motor

Utility - Electrical

Model / Size

Output

Roller Diameter/ Width [mm]
Roller RPM

Vertical Feed Screw RPM
Horizontal Feed Screw RPM
Compaction Force

Roll Motor

Vertical Feed Screw Motor
Horizontal Feed Screw Motor
Utility - Electrical

DryCompact5
5 Kg/Hr
50/50
1t05
11025
11050
3.0 Ton
1.5HP/1.1KW
0.75HP/0.55KW
0.5HP/0.37KW
4.0 HP/3.0 KW

DryCompact200
200 Kg/Hr
200/150
1to 25
1t0 100
1t0 100
10 Ton
10.0HP/7.5KW
3.0HP/2.2KW
2.0HP/1.5KW
17.0 HP/13.0 KW

DryCompact20
20 Kg/Hr
100/50
1t0 10
11025
11050
5.0 Ton
2.0HP/1.5KW
1.0HP/0.75KW
0.75HP/0.55KW
5.0 HP/4.0 KW

DryCompact250
250 Kg/Hr
200/200
1to 25
1t0 100
1t0 100
10 Ton
12.5HP/5.5KW
3.0HP/2.2KW
2.0HP/1.5KW
20.0 HP/15.0 KW

DryCompact50
50 Kg/Hr
100/75
1to 15
11050
1to0 100
7.5 Ton
3.0HP/2.2KW
1.5HP/1.1KW
1.0HP/0.75KW
7.50 HP/5.50 KW

DryCompact300
300 Kg/Hr
300/200
1to0 25
1to 100
1to 100
10 Ton
15.0HP/11.0KW
5.0HP/4.0KW
3.0HP/2.2KW
23.0 HP/18.0 KW

DryCompact100
100 Kg/Hr
200/75
1to 15
11to 100
110 100
10 Ton
5.0HP/4.0KW
2.0HP/1.5KW
1.5HP/1.1KW
10.0 HP/7.50 KW

DryCompact350
350 Kg/Hr
300/250
1to 25
1t0 100
1t0 100
10 Ton
20.0HP/15.0KW
7.5HP/5.5KW
5.0HP/4.0KW
31.0 HP/24.0 KW

DryCompact150
150 Kg/Hr
200/100

1t0 15
1to0 100
1to0 100
10 Ton
7.5HP/5.5KW
2.0HP/1.5KW
1.5HP/1.1KW
13.0 HP/10.0 KW

DryCompact400
400 Kg/Hr
300/300
1to 25
1to 100
110 100
10 Ton
25HP/20KW
7.5HP/5.5KW
5.0HP/4.0KW
40.0 HP/30.0 KW
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« Twin Feed Screw Design

« Hydraulically operated floated roller ensure desired flake size and minimum maintenance
 Vacuum De-aeration System reduces air born particle guarantee better compressibility & higher yield
 Option of Water Jacketed Rollers

« Online Dry Granulator with step less drive mechanism to ensure desired particle size

+ Online Double Decksifter to segregate size material & fines/oversize material will be re-cycled
 Automated material charging through SigmaTrans- Pneumatic Conveying System

 PLCBased Control System

2 Stage feeding Screw system Horizontal feed screw for
primary feed , Vertical feed screw is for secondary feeding.

« Pre-densifier screw comprises of cylindrical or conical shape

+ Feed screw assemblies are equipped with sensors to ensure
operator safety

 Twin screw are equipped with Tri Clover Joint for ease of
opening and cleaning

Roller surfaces and texture configuration are available in plain,
corrugated, knurled or briqueeted design

Water Jacketed rollers can be provided
Rolls are equipped with scrapper assembly

By virtue of design, One Roll is fixed and another roll is floating
roll

« Floating roller is equipped with hydraulic cylinder
« Compaction Force will be controlled through hydraulic system

« Displacement of floating of roll can be measured by Roll Gap
measurement sensor

Dry Granulator is designed on Davit Arm
Rotational type impeller design for better granules

Easy to interchange the Sieve of Granulator
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